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29 CFR Ch. XVII (7–1–14 Edition) § 1917.122 

9 The United States Coast Guard, at 33 CFR 
126.15(1) and (n), and 33 CFR 154.570 sets out 
requirements for illumination at ‘‘des-
ignated waterfront facilities’’ and ‘‘large oil 
transfer facilities.’’ 

SPIRAL STAIRWAY—MINIMUM DIMENSIONS 

A (half-tread 
width) B 

Normal use by employ-
ees.

11 inches (27.94 
cm).

6 inches (15.24 
cm). 

Limited access ............. 9 inches (22.86 
cm).

5 inches (12.7 
cm). 

(2) Stairway risers shall be uniform 
and shall range from 61⁄2 to 101⁄2 inches 
(16.5 to 26.67 cm) in height; 

(3) Minimum loading capability shall 
be 100 pounds per square foot (4.79kN), 
and minimum tread center con-
centrated loading shall be 300 pounds 
(1334 N); 

(4) Railings shall conform to the re-
quirements of § 1917.112(c)(1). If balus-
ters are used, there shall be a min-
imum of one per tread. Handrails shall 
be a minimum of 11⁄4 inches (3.18 cm) in 
outside diameter; and 

(5) Vertical clearance shall be at 
least 6 feet, 6 inches (1.98 m) above the 
top step. 

(c) Maintenance. Spiral stairways 
shall be maintained in safe condition. 

[48 FR 30909, July 5, 1983, as amended at 62 
FR 40201, July 25, 1997; 65 FR 40942, June 30, 
2000] 

§ 1917.122 Employee exits. 
(a) Employee exits shall be clearly 

marked. 
(b) If an employee exit is not visible 

from employees’ work stations, direc-
tional signs indicating routes to the 
exit shall be posted. 

(c) Exits shall be readily accessible 
and sufficient in number to provide em-
ployees with a convenient means of es-
cape in emergencies. A clear passage to 
the exit shall be maintained. 

(d) The minimum width of any em-
ployee exit shall be 28 inches (71.12 cm). 

[48 FR 30909, July 5, 1983, as amended at 65 
FR 40942, June 30, 2000] 

§ 1917.123 Illumination. 9 
(a) Working and walking areas shall 

be illuminated. Unless conditions de-
scribed in the regulations of the United 
States Coast Guard (33 CFR 126.15(1) 
and (n), and 33 CFR 154.570) exist in the 
case of specific operations, illumina-
tion in active work areas (for example, 
cargo transfer points) shall be of an av-
erage minimum light intensity of 5 
foot-candles. The illumination in other 
work areas (for example, farm areas) 
shall be of an average minimum light 
intensity of 1 foot-candle except for se-
curity purposes when a minimum light 
intensity of 1⁄2 foot-candle shall be 
maintained. Where occasional work 
tasks require more light than that 
which is consistently and permanently 
provided, supplemental lighting shall 
be used. 

(b) The lighting intensity shall be 
measured at the task/working surface, 
in the plane in which the task/working 
surface is present. 

(c) Lights shall, so far as possible, be 
placed so that they will not shine in 
the eyes of employees. 

[48 FR 30909, July 5, 1983, as amended at 62 
FR 40201, July 25, 1997] 

§ 1917.124 Dockboards (car and bridge 
plates). 

(a) General. The employer shall pro-
vide safe means of passage between dif-
ferent surface levels and across open-
ings. 

(b) [Reserved] 
(c) Dockboards (car and bridge plates). 

(1) Dockboards shall be strong enough 
to support the loads imposed on them. 

(2) Portable dockboards shall be an-
chored in position or be equipped with 
devices to prevent their movement. 

(3) Hand holds or other effective 
means shall be provided on portable 
dockboards to permit safe handling. 
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